
ARCELORMITTAL Tubular Product ROMAN

Tevi burlane din otel fara sudura

WT-mm PPF Kg/m WT-mm PPF Kg/m WT-mm PPF Kg/m WT-mm PPF Kg/m WT-mm PPF Kg/m WT-mm PPF Kg/m WT-mm PPF Kg/m

4 1/2 114.3 6.35 11.6 17.3 7.37 13.5 20.1 8.56 15.1 22.5

5 127 6.43 13 19.4 7.52 15 22.3 9.19 18 26.8 11.10 21.4 31.9 12.14 23.2 34.6 12.70 24.1 35.9

5 1/2 139.7 6.98 15.5 23.1 7.72 17 25.30 9.17 20 29.8 10.54 23 34.3 12.70 26.8 39.9 14.27 29.7 44.2

6 5/8 168.3 7.32 20 29.8 8.94 24 35.7 10.59 28 41.7 12.06 32 47.7

7 177.8 8.05 23 34.3 9.19 26 38.7 10.36 29 43.2 11.51 32 47.7 12.65 35 52.1 13.72 38 56.6

7 5/8 193.7 8.33 26.4 39.3 9.52 29.7 44.2 10.92 33.7 50.2 12.70 39 58.1 14.27 42.8 63.8

8 5/8 219.1 7.72 28 41.7 8.94 32 47.7 10.16 36 53.6 11.43 40 59.6 12.70 44 65.6 14.15 49 73

9 5/8 244.5 8.94 36 53.6 10.03 40 59.6 11.05 43.5 64.8 11.99 47 70 13.84 53.5 79.7 15.11 58.4 87 15.47 59.4 88.5

10 3/4 273.1 8.89 40.5 60.3 10.16 45.5 67.8 11.43 51 76 12.57 55.5 82.7 13.84 60.7 90.4 15.11 65.7 97.9

11 3/4 298.5 9.53 47 70 11.05 54 80.4 12.42 60 89.4 13.56 65 96.8 14.78 71 105.8

13 3/8 339.7 9.65 54.5 81.2 10.92 61 90.9 12.19 68 101.3 13.06 72 107.2

16 406.4 11.13 75 111.7 12.57 84 125.1 16.66 109 162.4

18 5/8 473.1 12.70 96.8 144.1

20 508 12.70 106.5 158.6 16.13 133 198.1

Diametru

Inch mm
Grosime perete Grosime perete Grosime pereteGrosime perete Grosime perete Grosime perete Grosime perete


